Typical Values

M‘ \PEX NYLON ENGINEERING PLASTICS

Properties UNIT Test Method Mapex
AN4720SB 01

Mechanical
jf}ﬁ@;%gi@ Psi(Mpa) D-638 23000(159)
Tensile Str,Yield
B =k % D-638 2.1
Tensile Elongation,Break
ﬁﬁ I@F}@ Psi(Mpa) D-790 36000(248)
Flexural Strength
rﬁ'g [Iﬂgﬁ"]‘éiﬁ*f Psi(Mpa) D-790 1300000(8960)
Flexural Modulus
IZOD@?EMF@ ft.lbfin (J/m) 23°C D-256 1.9(102)
Izod Impact Strength,Notched -30°C -
’F'E]@ R-Scale D-785 -
Rockwell Hardness
Thermal
EE[@F °C D-789 260
Melting Point
BT °C 66 psi(0.45Mpa) D-648 -
Heat Deflection Temperature 264 psi(1.82Mpa) 250
SURIRTE E-51/°C D-696 -
Coefficient of Thermal Expansion
b fn%;wwyk%&? °C IEC 695-2-1 -

low Wire Test
Electrical

it %ﬁgi@ kv/mm D-149 -
Dielectric Strength
?g%gﬁ%r;' ohm-cm D-257 -
Volume Resistivity
ﬁﬂﬁ’sﬁ[\ sec D495 -
Arc Resistance
Other
&;"I - D-792 1.39
Specific Gravity
j}ﬁ?ﬁjfﬁ%{r g/10min D-1238 -
Melt Flow Index ( °C/ Kg)
@g’jq&;{ﬁx % 3mm D-955 0.30~0.40
Mold Shrinkage * Flow
PE’”J‘}: % D-570 -
Water Absorption 23°C,24hr
Flammability

NGRS 1/8 uL-94 -
Flammability 1716 -

1/32” -

=8 Polyamide 66 , 33% Glass Fiber Reinforced , Black Color ,Hydrolysis resistance.
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